Axial Thread Rolling

AEB Axial Thread Rolling Heads
Axial Head For Right Hand Threads

For Stationary Applications

EDP Shank EDP Shank EDP Shank
7120 2’ 7120-2.5 2/1/02 7120-60 60mm A56 Axial Head Dimensions
7120-2.25  2/1/04 7120-50 50mm
Approximate Weight: 58 Ibs Dimensions
P = Pull off Distance to open Head fislbiing/clintkicadiobiy Bi D2 D3 Bd
Closed —a— Open Allowable Component Lead  inches 8.031 2.283 2/25 1.260/1.575
Angle = 0° 35' - 3° 30" mm 204 58 50/70 32/40

Dimensions Continued

/ Helix Angle in Head = 1° L1 L2 P a
e Allowable Component Lead  inches 3.740 6.614 0.197 30°
Angle = 0° 35' - 3° 30" mm 95 168 5

Left hand heads are dimensionally the same as right hand heads but open and
close on the opposite direction. Thread rolls can be used in both right hand and left

hand heads.
The Following Thread Rolls May Be Ordered As Standard On The A56 Axial Head
ISO Metric Fine ISO Metric Fine (Continued) Unified Fine UNF (Continued) Unified Fine UNF (Continued)
1KEDP 2K EDP Description 1KEDP 2KEDP Description 1KEDP 2K EDP Description 1KEDP 2K EDP Description
8889 8890 M22.0-24.0x1.5 8927 8928 M45.0-48.0 x 3.0* 8959 8960 1-7/16 - 1-9/16 x 18 8997 8998 1-3/4 - 1-7/8 x 8*
8891 8892 M24.0-27.0x1.5 8929 8930 M48.0-50.0 x 3.0* 8961 8962 1-9/16 - 1-11/16 x 18 8999 8988 1-7/8 -2 x 8*
8893 8894  M27.0-30.0x1.5 8931 8932 M50.0 - 52.0 x 3.0* 8963 8964 7/8-1x16 8667 8668 2% -2-1/8**x 12
8895 8896  M30.0-33.0x1.5 8965 8966 1-1-1/8x16
8897 8898 M33.0-36.0x1.5 Unified Fine UNF 8967 8968 1-1/8 - 1-1/4 x 16 National Pipe Thread NPT
8899 8900 M36.0-39.0x 1.5 1KEDP 2KEDP Description 8969 8970 1-1/4 - 1-3/8 x 16 1KEDP 2K EDP Description
8901 8902 M39.0-42.0x 1.5 8933 8934 7/8-1x32 8971 8972 1-3/8 - 1-1/2 x 16 8669 8670 3/4 x 14 NPT
8903 8904  M42.0-45.0x1.5 8935 8936 7/8-1x28 8973 8663 1-1/2 - 1-5/8 x 16 8671 8672 1x 11.5 NPT
8905 8906 M45.0-48.0x 1.5 8937 8938 1-1-1/8x28 8975 8976 1-5/8 - 1-3/4 x 16 8673 8674 1-1/4 x 11.5 NPT
8907 8908  M27.0-30.0x2.0 8939 8940 1-1/8 - 1-1/4 x 28 8977 8978  1-3/4-1-7/8 x 16* 8675 8676 1-1/2 x 11.5 NPT
8909 8910  M30.0-33.0x 2.0 8941 8942  1-1/4-1-5/16 x 28 8979 8980 1-7/8 - 2 x 16*
8911 8912  M33.0-36.0x2.0 8943 8944 7/8-1x20 8981 8692 1-1/8 - 1-1/4 x 12 National Pipe Thread Dryseal NPTF
8913 8914  M36.0-39.0x2.0 8945 8946 1-1-1/8x20 8983 8984 1-1/4 - 1-3/8 x 12 1KEDP 2K EDP Description
8915 8916  M39.0-42.0x2.0 8947 8948 1-1/8 - 1-1/4 x 20 8985 8986 1-3/8 - 1-1/2x 12 8677 8678 3/4 x 14 NPTF
8917 8918  M42.0-45.0x2.0 8949 8950 1-1/4 - 1-3/8 x 20 8987 8691 1-1/2 - 1-5/8 x 12 8679 8680 1x 11.5 NPTF
8919 8920 M45.0-48.0 x 2.0 8951 8952 1-3/8 - 1-1/2 x 20 8989 8666 1-5/8 - 1-3/4 x 12 8681 8682  1-1/4 x 11.5 NPTF
8921 8689 M48.0-50.0 x 2.0* 8953 8954  1-1/16-1-3/16 x 18 8991 8992  1-3/4-1-7/8 x 12* 8683 8684  1-1/2x 11.5 NPTF
8923 8924  M50.0 - 52.0 x 2.0* 8955 8956  1-3/16-1-5/16 x 18 8993 8994 1-7/8 -2 x 12* .
8925 8926  M42.0-45.0x3.0 8957 8958 1-5/16-1-7/16 x 18 8995 8996 2% -2-1/8** x 12 Thrleads outside of the above s'tandard
series may also be rolled on this head
(*) Limited to short threads up to 95mm (** Limited to short threads up to 38mm Nitrided Rolls are available for use in rolling provided that their helix does not fall outside
(3.74”) including thread runout (1.496”) including thread runout special alloys such as Stainless Steel. the permissible range.
Component Parts Breakdown
20" /19 6 a4 ,
— 25
1 M 43 10 5—>O {3 j’/.'\.// /
2 28 \ 6 - )

ar ' A vy SQ;?7 s W

32 34 -~ . 44
—, 2 35 9 = o BOEERTQ e
/ S J/ S ()
36 o (v
37 43 42 0/7' \49 30

Ref Qty Description EDP Ref Qty Description EDP Ref Qty Description EDP

1 1 Flange 5-001 14 3 Eccentric Spindles 56-014 32 1 Steel Ball 5-032
2 1 Clutch 5-002 15 3 Spacer Studs 56-015 33 3 Shear Pins 5-033
3 1 Operating Ring 5-003 17 3 Washer 56-017 34 3 Roll Pins 5-034
4 1 Spring Housing 5-004 18 3 Thread Roll 35 1 Stop Screw Body 5-035
5 1 Gear Ring 5-005 (See Chart for Size & EDP) 36 1 Stop Screw Body 5-036
6 3 Gear Sectors 56-006 19 145 Steel Ball 5-019 37 1 Hex Nut 5-037
7 1 Center Plate 56-007 21 57 Needle Roller Bearings 4-021 39 3 Clutch Wedge 5-039
7a 3 Center Plate Bushing 56-007a 21* & Carbide Bushing 1462 40A 1 Handle Assy. 5-040A
8 1 Front Plate 56-008 22 3 Fitting Key 5-022 41 3 Fitting Key 5-041
8a 3 Front Plate Bushing 56-008a 23 3 Pressure Ring 5-023 42 1 Rotating End Stop 5-042
9 1 Shank 2" 5-009 24 3 Cap Screw 5-024 43 1 Circlip 5-043
9A 1 Shank 2-1/4 5-009A 25 3 Cap Screw 5-025 44 6 Circlip 5-044
9B 1 Shank 2-1/2 5-009B 26 6 Cap Screw 5-026 48 3 Cover Plate 5-048
9C 1 Shank 50mm 5-009C 27 6 Stud 5-027 49 1 Fitting Key 5-049
9D 1 Shank 60mm 5-009D 28 8 Cap Screw 5-028 50 2 Cap Screw 5-050
10 1 Pin 5-010 29 6 Hex Nut 5-029 51 6 Centering Ring 56-051
1" 1 Coil Spring 5-011 30 6 Washer 5-030 52 6 Axial Bearing Cage 56-052
13 3 Spring Pin 5-013 31 3 Lock Washer 5-031 54 3 Cap Screw 5-054

(*) #21 Needle Bearings are provided as standard. Optional Carbide Bushings provided at additional cost upon request.
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